
　

　

EPICON ZINC HB-2
（EPZ HB-2）

Dec.2021

No. 5113

　

EPICON ZINC HB-2, a quick drying high-build anti-corrosive coating based on a combination of 
metallic zinc,
epoxy resin and hardener, provides excellent protection for steel structures against corrosion, 
with good adhesion to steel substrates. It is compatible with almost any type of coating with good 
application workability, and is highly resistant to heat, oil, water and solvent.

 

TECHNICAL DATA
 

Type Epoxy zinc coating
 

RecommendedUse As a heavy-duty corrosion protection for ships, bridges, large tanks, onshore steel 
structures, etc.

 

 Mixing Ratio       :
 Color              :

Base : Hardener = 76 : 24 [by volume]
Grey

 Flash Point        : Base = 19.5, Hardener = 22.5 [˚C]
 Density            : 2.28 [g/mL]  (ISO:2811)
 Volume solids (VS) : 55(+/-2) [volume %]  (ISO:3233)
 VOC                : 405 [g/L]  (Method24)
 Coverage(Theoretical): 0.055 - 0.136 [L/m
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Information

 Film Thickness     : WET 55 - 136 [microns]
DRY 30 - 75 [microns]
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Drying Time   Set-to-touch 30mins. 25mins. 20mins. 15mins.
Hard Dry 6hrs. 5hrs. 4hrs. 3hrs.

Painting Interval Min  24hrs. 24hrs. 16hrs. 8hrs.
Max  180days 180days 180days 180days

Pot Life 36hrs. 24hrs. 12hrs. 8hrs.
 

 Method of Application   : Airless spray, Brush, Roller
 Weather            : Temperature:Minimum 5

 

˚C, Humidity:Maximum 85%RH, 
Surface temperature: At least 3 ˚C above the dew point

 For Airless Spray  :  Viscosity   : (Fc#4)28 - 32[sec]
 Tip No.     : (GRACO)621 - 823
 Paint Output Pressure: 8.8 - 11.8[MPa]
 Spray Speed : 80 - 120[cm/sec]

 Thinner            : EPOXY THINNER A
Thinning: 0 - 15 % by volume

 Recommendable 
 Surface Preparation:

Sa2 1/2 (ISO 8501-1:2007) for direct application to steel surface 
St 3 (ISO 8501-1:2007) for shop primer coated surface

 Preceding Coats    : -

Condition
of

Application

 Subsequent Coats   : BANNOH series, BISCON HB-NT L, etc. (except for alkyd and 
inorganic coatings)



EPICON ZINC HB-2　 (Dec.2021rev )

Packaging Two pack product
 

Notes 1. Prior to use, consult the Safety Data Sheet (SDS) and follow the health and safety 
 instructions. Precautionary notice is stated on the SDS and on the product label.

2. Store the product indoors to avoid exposure to rainfall, since it contains zinc dust. If stored 
outdoors, take necessary measures such as covering the product with sheets.
3. Ventilation shall be carried out during and after the coating application until the applied paint 
is fully cured.
4. Agitate the Base thoroughly with a power agitator, then pour the Hardener and stir the 
mixture until homogeneous.  Add thinner as necessary and agitate the mixture until 
homogeneous again.
5. Continue slow gentle stirring during application so as to prevent settling of zinc.
6. Curing time before the first cargo loading to cargo hold:
  　　Temp.            10˚C     20˚C     30˚C
 　　 Days              18       10         6

 7. Density, VS and VOC contents are measured from product samples without thinning. Values 
may vary depending on manufacturing batches, local requirements, etc.
8. For application condition and any other information, please consult with your local CMP 
office.

 This product should be used only by professional applicators. Consult the current Chugoku Marine Paints Safety Data Sheets. Follow all local 
or national health, safety and environmental regulations. Observe all safety labels on packaging and containers. Take precautions against 
possible risks of fire or explosions as well as protection of the environment. Apply only at ventilated areas. Handle with care.
 This data sheet contains the best and latest of our knowledge on the date of issue on our laboratory test in Japan and practical application 
experience, and subject to change without notice. Since the paints are used under unexpected circumstances in some cases, guarantee can 
not be given except on the quality of those paints themselves.


